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LEVG24-12  12V 24AH 

www.liven-battery.com 

Application: 

LEVG-series GEL Deep Cycle 

 For longer cycle live: special paste formula, over dimensioned negative pla-
te, optimised manufacturing process, additives for deep discharge. Up 10 
years 

 Special anti-vibration desing 
 Thick plates, special formula of paste and plate manufacturing process for a 

long service life 
 ABS material: increase the strenght of battery container 
 Special plate desing, long cycle life 
 Using special lead-calcium alloy to boost up the grid anti-corrosive perfor-

mance and extend the battery using life 
 Special separators boost up the battery internal performance 
 High termal capacity, reduce  the risk of thermal runaway and drying up, can 

be used in por environment 
 High gas recombination efficiency 
 Little wáter losing, no electrolyte stratification phenomenon 
 Long storage time 
 Good deep discharge resilience performance 

 Railway and marine systems 

 Electric tools 

 Vehicle in place of walking 

 Lawn mowers 

 Golf trolleys and golf cart 

LIVEN LEVG Series-GEL Deep Cycle 

 Electric toys 

 Portable power 

 Wheelchairs 

 Medical equipments. 

Specification: 

Outer Dimensions: 
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Discharge Characteristics Capacity Retention Characteristic 

Temperature Effects in Relation to Capacity Cycle Life in Relation to Depth of Discharge 

Constant Power Discharge (CP, Unit: W) at 25ºC (77ºF) 

Constant Current Discharge (CC, Unit: A) at 25ºC (77ºF) 

Self Discharge Characteristics 


